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RK-EU-MT07
Magnetic Track Light

PRODUCT LENGTH, 
mm

WIDTH, 
mm

HEIGHT, 
mm

LUMINAIRE 
OUTPUT*, 
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SYSTEM 
POWER*, 

W

SYSTEM 
EFFICACY*, 

lm/W
CRI Input 

Voltage
Beam 
Angle

RK-EU-MT07-7W-A 35 80 135 560 7 80 90+ 48V DC 24°

RK-EU-MT07-12W 45 100 145 960 12 80 90+ 48V DC 24°

RK-EU-MT07-7W-B 40 120 140 560 7 80 90+ 48V DC 24°

RK-EU-MT07-24W-A 60 125 160 1920 24 80 90+ 48V DC 24°

RK-EU-MT07-24W-B 70 160 170 1920 24 80 90+ 48V DC 24°

www.rikada-led.com

DESCRIPTION: Magnetic adjustable spotlight
Light distribution type: direct
Optical system: Lenses
Housing: Thermo plastic
Colour: white, Black

GENERAL DATA: Mains voltage: 48V DC
LED lifetime, h: 50000
Ingress protection code: IP20
Operating temperature range, oC: ta 0…+35

INSTALLATION: In magnetic track rail. Push in fit.

ENVIRONMENT: Indoor

APPLICATION: Residense, office, retail, public place


